
Registration

Type

(BIC or ILU) Unit number

Type 2

(POL) Unit number 2

Type 3

(KUN) Unit number 3 Unit profile Tare weight [kg]

Maximum payload 

[kg] Length code Unit type Notice

ILU EKOE1102698 POL 34EN5321 P400 7450 36550 10 MT Example



Item Description Example

1
For every container, manufactured under the directive of ISO 6346, the B.I.C. Association (Bureau 

International des Containers et du Transport Intermodal) assigns a specific owner code to every container 

owner. All valid BIC-Codes are registered in the official BIC database.  

This information is necessary for ISO Containers .

2

In accordance with the revised Eurocode EN 13044 all swap bodies and trailers must be marked with the ILU-

Code. This system is compatible with the BIC-Code and it facilitates the identification of the unit owner. The 

ILU-Code is administrated by the U.I.R.R. (Union International pour le Transport combine Rail-Route). All 

valid ILU-Codes are registered in the official UIRR database.  

This information is necessary for trailers and swap bodies .

3
Sometimes the intermodal loading units are also marked with an internal customer specific code, in addition 

to the yellow codification plate. 

This information is optional .

4
The unit profile is needed for the permission of the intermodal loading unit for railway transports. It is 

calculated with the external height and width of the loading unit. This information is stated at the yellow 

codification plate and can be checked with the attached unit profile table. 

This information is necessary for all  loading units.

5
Please transfer the loading units tare weight from the technical documentation of the manufacturer. For 

transports of empty loading units the tare weight will be used as the total weight for this shipment. 

This information is necessary for all  loading units.

6

Some intermodal loading units are marked with an information of the maximum payload. It is also registered 

in the technical documentation of the manufacturer. It is generally needed to check the transportability of 

the intermodal loading unit.  

This information is necessary for all  loading units.

8
The length code of the intermodal loading unit is needed for a correct and safety handling onto the specific 

wagon types. It is also relevant for commercial and accounting issues. This information is stated at the yellow 

codification plate or is  registered in the technical documentation of the codification authority.

This information is necessary for all  loading units.

9
The information for the intermodal loading unit type is needed for a safety handling and shipment according 

to the technical and legal rules (i.e. required reefer connection). 

This information is necessary for all  loading units.

BIC-Code

7 Width [cm]
The external width of the intermodal loading unit is needed for the suitability of the intermodal loading unit 

for railway transports. Normally it is marked on the loading unit. It is also registered in the technical 

documentation of the manufacturer. 

This information is optional .

Length code

Unit type

ILU-Code

Internal number

Unit profile

Tare weight

Max. payload
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8



Length codes

Length code min. length [m] max. length [m] Remark

10 1,00 13,60 Use only for trailers

20 6,05 6,05

21 6,16 6,25

22 6,26 7,15

23 7,21 7,45

24 7,48 7,82

26 7,83 8,15

30 9,13 9,13

31 9,16 9,30

36 1,00 10,90

40 12,19 12,19

42 12,19 12,50

44 12,51 13,10

45 13,11 13,72

81 9,27 9,28 Use only for asymetrical units

82 9,28 9,33 Use only for asymetrical units

84 9,34 10,04 Use only for asymetrical units

85 10,05 10,20 Use only for asymetrical units

86 10,21 10,90 Use only for asymetrical units

91 1,00 12,50 Use only for asymetrical units

94 12,51 12,75 Use only for asymetrical units

96 12,76 13,60 Use only for asymetrical units

97 13,61 14,40 Use only for asymetrical units



Unit types

Code Description

BK Bulker

BW Swap Body - Bulker

CW Swap Body - Flat Rack

DC Standard Container

FL Flat Rack

FR Fixed End Flat Rack

FW Swap Body - Fixed End Flat

HC High Cube 9,6 ft. - Standard

HF High Cube 9,6 ft. - Reefer

MC MEGC - Gas-Container

MT Megatrailer

OT Open Top

OW Swap Body - Open-Top

RF Reefer + Clip

RT Reefer Trailer

SA Trailer - Standard

SC Silo Container

SP Trailer - With Tarpaulin

ST Silo Trailer

SW Swap Body - Silo

TC Tank Container

TT Tank Trailer

TW Swap Body - Tank

WA Swap Body - Asymmetrical

WB Swap Body - Standard

WS Swap Body - Symmetrical



Valid lenght-type combination

Valid combination

Length code / Unit type

10 / MC

10 / MT

10 / RT

10 / SA

10 / SP

10 / ST

10 / TT

20 / BK

20 / BW

20 / CW

20 / DC

20 / FL

20 / FR

20 / FW

20 / HC

20 / HF

20 / MC

20 / OT

20 / OW

20 / RF

20 / SC

20 / SW

20 / TC

20 / TW

20 / WB

21 / BK

21 / BW

21 / CW

21 / FL

21 / FR

21 / FW

21 / HF

21 / OT

21 / OW

21 / RF

21 / SC

21 / SW

21 / TC

21 / TW

21 / WA

21 / WB



Valid lenght-type combination

Valid combination

Length code / Unit type

21 / WS

22 / BK

22 / BW

22 / CW

22 / FL

22 / FR

22 / FW

22 / HF

22 / OT

22 / OW

22 / RF

22 / SC

22 / SW

22 / TC

22 / TW

22 / WA

22 / WB

22 / WS

23 / BK

23 / BW

23 / CW

23 / FL

23 / FR

23 / FW

23 / HF

23 / OT

23 / OW

23 / RF

23 / SC

23 / SW

23 / TC

23 / TW

23 / WA

23 / WB

23 / WS

24 / BK

24 / BW

24 / CW

24 / FL

24 / FR

24 / FW



Valid lenght-type combination

Valid combination

Length code / Unit type

24 / HF

24 / OT

24 / OW

24 / RF

24 / SC

24 / SW

24 / TC

24 / TW

24 / WA

24 / WB

24 / WS

26 / BK

26 / BW

26 / CW

26 / FL

26 / FR

26 / FW

26 / HF

26 / OT

26 / OW

26 / RF

26 / SC

26 / SW

26 / TC

26 / TW

26 / WA

26 / WB

26 / WS

30 / BK

30 / BW

30 / CW

30 / DC

30 / FL

30 / FR

30 / FW

30 / HC

30 / HF

30 / MC

30 / OT

30 / OW

30 / RF



Valid lenght-type combination

Valid combination

Length code / Unit type

30 / SC

30 / SW

30 / TC

30 / TW

30 / WB

31 / BK

31 / BW

31 / CW

31 / FL

31 / FR

31 / FW

31 / HF

31 / OT

31 / OW

31 / RF

31 / SC

31 / SW

31 / TC

31 / TW

31 / WA

31 / WB

31 / WS

40 / BK

40 / BW

40 / CW

40 / DC

40 / FL

40 / FR

40 / FW

40 / HC

40 / HF

40 / MC

40 / OT

40 / OW

40 / RF

40 / SC

40 / SW

40 / TC

40 / TW

40 / WB

42 / BK



Valid lenght-type combination

Valid combination

Length code / Unit type

42 / BW

42 / CW

42 / FL

42 / FR

42 / FW

42 / HF

42 / OT

42 / OW

42 / RF

42 / SC

42 / SW

42 / TC

42 / TW

42 / WA

42 / WB

42 / WS

44 / BK

44 / BW

44 / CW

44 / DC

44 / FL

44 / FR

44 / FW

44 / HF

44 / OT

44 / OW

44 / RF

44 / SC

44 / SW

44 / TC

44 / TW

44 / WA

44 / WB

44 / WS

45 / BK

45 / BW

45 / CW

45 / DC

45 / FL

45 / FR

45 / FW



Valid lenght-type combination

Valid combination

Length code / Unit type

45 / HC

45 / HF

45 / OT

45 / OW

45 / RF

45 / SC

45 / SW

45 / TC

45 / TW

45 / WB

60 / BK

60 / BW

60 / CW

60 / FL

60 / FR

60 / FW

60 / HF

60 / OT

60 / OW

60 / RF

60 / SC

60 / SW

60 / TC

60 / TW

60 / WA

60 / WB

60 / WS

81 / BK

81 / BW

81 / CW

81 / FL

81 / FR

81 / FW

81 / HF

81 / OT

81 / OW

81 / RF

81 / SC

81 / SW

81 / TC

81 / TW



Valid lenght-type combination

Valid combination

Length code / Unit type

81 / WA

81 / WB

81 / WS

82 / BK

82 / BW

82 / CW

82 / FL

82 / FR

82 / FW

82 / HF

82 / OT

82 / OW

82 / RF

82 / SC

82 / SW

82 / TC

82 / TW

82 / WA

82 / WB

82 / WS

84 / BK

84 / BW

84 / CW

84 / FL

84 / FR

84 / FW

84 / HF

84 / OT

84 / OW

84 / RF

84 / SC

84 / SW

84 / TC

84 / TW

84 / WA

84 / WB

84 / WS

85 / BK

85 / BW

85 / CW

85 / FL



Valid lenght-type combination

Valid combination

Length code / Unit type

85 / FR

85 / FW

85 / HF

85 / OT

85 / OW

85 / RF

85 / SC

85 / SW

85 / TC

85 / TW

85 / WA

85 / WB

85 / WS

86 / BK

86 / BW

86 / CW

86 / FL

86 / FR

86 / FW

86 / HF

86 / OT

86 / OW

86 / RF

86 / SC

86 / SW

86 / TC

86 / TW

86 / WA

86 / WB

86 / WS

91 / BK

91 / BW

91 / CW

91 / FL

91 / FR

91 / FW

91 / HF

91 / OT

91 / OW

91 / RF

91 / SC



Valid lenght-type combination

Valid combination

Length code / Unit type

91 / SW

91 / TC

91 / TW

91 / WA

91 / WB

91 / WS

94 / BK

94 / BW

94 / CW

94 / FL

94 / FR

94 / FW

94 / HF

94 / OT

94 / OW

94 / RF

94 / SC

94 / SW

94 / TC

94 / TW

94 / WA

94 / WB

94 / WS

95 / SC

95 / WB

96 / BK

96 / BW

96 / CW

96 / FL

96 / FR

96 / FW

96 / HF

96 / OT

96 / OW

96 / RF

96 / SC

96 / SW

96 / TC

96 / TW

96 / WA

96 / WB



Valid lenght-type combination

Valid combination

Length code / Unit type

96 / WS


